limited to, striking arope, cable, power line, or
machine.

(h)(2)(ii) The immediate supervisor shall be
consulted when unfamiliar or unusually hazardous
conditions necessitate the supervisor's approval
before cutting is commenced.

(h)(D)(iii) While manual felling isin progress, no
yarding machine shall be operated within two tree
lengths of trees being manually felled. Exception:
This provision does not apply to yarding machines
performing tree pulling operations.

(h)(2)(iv) No employee shall approach afeller closer
than two tree lengths of trees being felled until the
feller has acknowledged that it is safe to do so, unless
the employer demonstrates that a team of employees
is necessary to manually fell a particular tree.

(h)(1)(v) No employee shall approach a mechanical
felling operation closer than two tree lengths of the
trees being felled until the machine operator has
acknowledged that it is safe to do so.

(h)(2)(vi) Each danger tree shall be felled, removed
or avoided. Each danger tree, including lodged trees
and snags, shall be felled or removed using
mechanical or other techniques that minimize
employee exposure before work is commenced in the
area of the danger tree. If the danger tree is not felled
or removed, it shall be marked and no work shall be
conducted within two tree lengths of the danger tree
unless the employer demonstrates that a shorter
distance will not create a hazard for an employee.

(h)(1)(vii) Each danger tree shall be carefully
checked for signs of loose bark, broken branches and
limbs or other damage before they are felled or
removed. Accessible loose bark and other damage
that may create a hazard for an employee shall be
removed or held in place before felling or removing
the tree.

(h)(2)(viii) Felling on any slope where rolling or
dliding of trees or logsis reasonably foreseeable shall
be done uphill from, or on the same level as,
previously felled trees.

(h)(1)(ix) Domino felling of treesis prohibited.
Note to paragraph (h)(1)(ix): The definition
of domino felling does not include the
felling of a single danger tree by felling

another single tree into it.

(h)(2) "Manual felling."
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(h)(2)(i) Beforefelling is started, the feller shall plan
and clear aretreat path. The retreat path shall extend
diagonally away from the expected felling line unless
the employer demonstrates that such aretreat path
poses a greater hazard than an alternate path. Once
the backcut has been made the feller shall
immediately move a safe distance away from the tree
on the retreat path.

(h)(2)(ii) Before each tree isfelled, conditions such
as, but not limited to, snow and ice accumulation, the
wind, the lean of tree, dead limbs, and the |ocation of
other trees, shall be evaluated by the feller and
precautions taken so a hazard is not created for an
employee.

(h)(2)(iii) Each tree shall be checked for
accumulations of snow and ice. Accumulations of
snow and ice that may create a hazard for an
employee shall be removed before felling is
commenced in the area or the area shall be avoided.

(h)(2)(iv) When a spring pole or other tree under
stressis cut, no employee other than the feller shall be
closer than two trees lengths when the stress is
released.

(h)(2)(v) An undercut shall be made in each tree
being felled unless the employer demonstrates that
felling the particular tree without an undercut will not
create a hazard for an employee. The undercut shall
be of asize so the tree will not split and will fall in
the intended direction.

(h)(2)(vi) A backcut shall be made in each tree being
felled. The backcut shall leave sufficient hinge wood
to hold the tree to the stump during most of itsfall so
that the hinge is able to guide the tree's fall in the
intended direction.

(h)(2)(vii) The backcut shall be above the level of the
horizontal facecut in order to provide an adequate
platform to prevent kickback. Exception: The backcut
may be at or below the horizontal facecut in tree
pulling operations.

Note to paragraph (h)(2)(vii): This
requirement does not apply to open face
felling where two angled facecuts rather than
ahorizontal facecut are used.

(h)(3) " Limbing and bucking."

(h)(3)(i) Limbing and bucking on any slope where
rolling or sliding of trees or logs is reasonably
foreseeable shall be done on the uphill side of each
tree or log.



